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APPROVALSL, (2r oA Asnit 67 CANCELS: - NEw

' Ve ' DATE:

i @fﬁﬂ@\«y%
PRODUCING PLANT ' SEATTLE : -

COKE FORMULA  (LBS/MSF)

!

BOARD STUCCO , (5-1) 1350-1525

PAPER FIBER (B~G-1) 515

STARCH (RM B-114) 5-10

CORE FOAMING AGENT {B-G-1) | 0,2-1.7

LIGNIN (B-g-1) - 2,5-4,0

END TRIM (B-G-1) 0-35

POTASSIIM SULFATE (In solution) {B-G-1) =5

RETARDER ]  (B-G-1) 0-0.75

IYTRATED LIME - (RM=F3) 0-0.5 |
ASPHALT-WAX EMULSTON (FM-B2A) 7-8 |

(Gal/msr) :

NOTE: Rotate inventory of Asphalt-Wax Fmulsion, So not use Fmulsion over
30 days old without pretesting,

BAPER IIVERS:

Grade No. 7018 Tan Scoffit Board
paper on both sides,

(Bulletin RM-BlA),
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QPIRATT NG SPRGIFICAT QHS:

Refer to Process Bulletin B-G-2 for General Specifications,

1, Slurry Slunpg, inches L5~
2. Slurry Settinz %Time, Minutes ' 2~ 4
3, Vet Slurry Weight, lbs/cu. ft. 75 - 85
4, Wet Compressive Strength, psi, 150 - 400

5, Printing: Usc non-bleeding ink for all printing on Soffit Board.
Face printing shall reaé "Kaiser Cypsum Soffit Board®,

TRODUCT SEECIFICATIONS:

nefer to Product Bullebin B-0-4 for General Speecifications end to Test Method
Bulletins.

1, Vet Weight =lbs/u3r) ‘ 2850 ~ 3150
2. Dry weipght (Lbs/MSF) 1850 -~ 2050 {fvg. 1950C)
3. Fvaporation Lozs (1bs,/HSF) - 1000 - 1100
4, Thickness - Average (inch) JBO = 505
5, ‘'Thickness - Individual Reading (ineh) + 010 from averace
6, TLdges Topered Edge
7, Tdge Hardnezs st Takeoff 10 mindimun
8, End Peel after Sawing {inch) _ 1/80 meaci e
9. Flexural Strength
Acrose grain (lbz) 160 miniwun
Parallel {1ba) A0 miniiun

10, Deflection al Breal X, mdyimam

Aeross grain ( neh) 0.30
Porallel {inen) 0,20
11, Punch test (lbs) 200-11.00

iz, Taist Test, raximum solis
uee ( flJL}L 3/'."4..
Bacl (if") 3/
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PRODUCT SPRECIFICATIONS: (cout.)

13, Hzrmer loss test, decigrams

Individual test, maximum 7.5
14, Bond at High Humidity, maximum peel

Fate (inch) 1/2

Back (inch) 1/2

15, Water Immersion Test, 2 Hours
1 inch head of water at 70° F.
Maximum weirht gain (ASTM C473) 10%

16, Surface Water Absorption, Face and Back
Cobb test, 70°F water for 2 house,
{ASTM C630)
Maximum weight gain ‘2 grams

|
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